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TRENCH DRAIN A B

4’ LENGTH 48” 42”

8’ LENGTH 96” 90”
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APPLY TACK COAT Qi
VARIES

- ► 6” MIN
PROPOSEDEXISTING mEXISTING TOP COURSE TO REMAIN ■a

■x —EXISTING BASE COURSE TO REMAIN
t

________

6" THICK 3/4" QP STONE SUBBASE COURSE11

SECTION B-B COMPACTED SUBGRADEEXISTING SUBGRADE TO REMAIN

BITUMINOUS PAVING - SAWCUT & PATCH DETAIL job No. 4.1092.72.2

N.T.S.
me no. 1092.72.02_C!

CD.01

2” BITUMINOUS CONCRETE, TOP COURSE (1-5)

3” BITUMINOUS CONC., STABILIZER BASE (1-2)
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SEE BITUMINOUS
PAVING DETAIL

BACKFILL TO BE PLACED IN
8” LIFTS AND COMPACTED TO 

95% OF THE MAX DRY DENSITY

PROVIDE SLOTTED
SCREEN EMERGENCY
ROOFDRAIN OVERFLOW

HEAVY DUTY TRENCH DRAIN FRAME A
GRATE WITH A.D.A. COMPLIANT OPENINGS
(CAMPBELL /4526A OR APPROVED EQUIVALENT)

SAWCUT (IE PAVEMENT)
STRAIGHT AND VERTICAL

2’X2’
SQUARE

Width 3-0" Minimum
Stope Varies

oÇt

11.ONLY MAGNESIUM FLOATS AND TROWELS ARE ALLOWED. THE USE OF ALUMINUM OR STEEL FINISHING TROWELS AND TOOLS 
S PROHIBITED. THE CONCRETE SHALL BE FINISHED TO PRODUCE A SMOOTH SURFACE AND THEN LIGHTLY BROOMED TO A 

UNIFORM TEXTURE. THE EDGES AND SCORED JOINTS OF ALL SIDEWALK SLABS SHALL BE TOOLED WITH AN EDGING TOOL 
HAVING A 1 /4 INCH RADIUS.

NOTES:
1. ALL FILL TO BE COMPACTED TO 95% MAXIMUM DRY DENSITY AS 
DETERMINED BY ASTM D1557.
2. ALL DRAINAGE PIPE SHALL BE HOPE WITH A SMOOTH INVERT.
3. ALL EXCAVATION AND TRENCHING TO MEET OSHA REQUIREMENTS.

APPROVED COMPACTED 
SUBGRADE

APPROVED COMPACTED
SUBGRADE (STRIP LOAM &
ORGANICS)

REGRADE TO MEET EXIST SURFACE 
4” TOPSOIL, FERTILIZE, HYDROSEED & 
MULCH (TYP.) GRADE 1:3 MAX. PROVIDE ALTERNATING TOOLED 

& PREMOLDED FIBER EXPANSION 
JOINTS 5’ 0.0.

o 
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co 
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APPROVED SELECT GRANULAR FILL
(IF REQUIRED FOR
UNSTABLE/UNSUITABLE SOIL
CONDITIONS)

PORTLAND CEMENT OR ASPHALT 
CONCRETE DRIVEWAY APRON (FOR PCC 
PAVEMENT SECTION SEE BELOW. FOR 
ASPHALT PAVEMENT APRON REFER TO 
THE PERTINENT VILLAGE STANDARD 
CONSTRUCTION DETAIL)

§

APPROVED COMPACTED
SUBGRADE

APPROVED COMPACTED
SUBGRADE

12. ALL WORK SHALL BE IN ACCORDANCE WITH NYSDOT SPECIFICATIONS AND IN REASONABLY CLOSE CONFORMITY WITH THE 
LINES AND GRADES SHOWN ON THE PLANS OR ESTABLISHED BY THE ENGINEER.

CAMPBELL FOUNDRY
PATTERN #1390

UNYIELDED
STABILIZED SUBBASE

oLU

21/2” BITUMINOUS CONCRETE
TYPE 3
(NYSDOT ITEM NO. 403.138902)
BINDER COURSE

TRENCH DRAIN FRAME AND GRATE WITH A.D.A.
COMPLIANT OPENINGS

4” TOPSOIL FERTILIZE, 
SEED AND MULCH

8” PVC PIPE PITCH TO

PERFORA TED STORM PIPE A T MIN PER FT

3” BITUMINOUS CONCRETE
TYPE 1
(NYSDOT ITEM NO. 403.118902)
BASE COURSE

BITUMINOUS CONCRETE
PAVEMENT SECTION 
(REFER TO VILLAGE

STANDARD ASPHALT 
CONCRETE PAVEMENT 

CONSTRUCTION DETAIL)

PROPOSED DRAINAGE
PIPE SIZE AND MATERIAL

AS NOTED ON PLANS

#4 ”U-SHAPE” REBAR
@12” 0/C

l/W/20

EB

UNAUTHORIZED ALTERATIONS OR 
ADDITIONS TO THIS DOCUMENT IS 

A VIOLATION OF SECTION 7209 OF 
THE NEW YORK STATE EDUCATION 
LAW. THESE DOCUMENTS REMAIN 

THE EXCLUSIVE PROPERTY OF THE 
ENGINEER, AND MAY NOT BE USED 

FOR ANY PURPOSE WHATSOEVER 
WITHOUT THE WRITTEN CONSENT 

OF THE ENGINEER.

ROOF LEADER DETAIL
N.T.S.

BACKFILL WITH EXCAVATED 
TRENCH MATERIAL FREE OF 

DELETERIOUS MATERIAL AND 
STONES OVER 6” DIAMETER 

(SEE SPECIFICATIONS)

HYDROGROUT PIPE JOINT
CUT PIPES FLUSH AND PARGE

4 
i

13. SIDEWALK SHALL BE PAID UNDER NYSDOT ITEM NO. 608.0101. CRUSHED STONE SHALL BE PAID UNDER NYSDOT ITEM NO.
623.1 2.

CONTRACTOR TO PROVIDE
TRANSITION FITTING 
INTO STORM PIPING

HYDROGROUT PIPE JOINT
CUT PIPES FLUSH AND PARGE

è

SAWCUT AND APPLY 
ASPHALTIC JOINT SEALANT

2

X —

REFER TO PLANS FOR
PAVEMENT FINISHED GRADE

SAW CUT FULL
DEPTH OE PAVEMENT 

(NYSDOT ITEM NO. 
520.501 4)

CURB 
(REFER TO PLANS FOR 
MATERIAL AND VILLAGE 

STANDARD 
CONSTRUCTION DETAIL)

3/4” CRUSHED
STONE PIPE BEDDING
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PROPOSED CURB HEIGHT
MAY VARY DUE TO

EXISTING SITE CONDITIONS

X_ FINISH

GRADE

CONCRETE PAD DETAIL
N.T.S.

■

c DRAINAGE PIPE TRENCH DETAIL
N.T.S.

CONCRETE TAPERED DRIVEWAY APRON DETAIL
N.T.S.

ASPHALT CONCRETE PAVEMENT DETAIL
N.T.S.

TRENCH DRAIN - CATCH BASIN DETAIL
N.T.S.

CAST-IN-PLACE CONCRETE SIDEWALK DETAIL
N.T.S.

CAST-IN-PLACE CONCRETE CURB DETAIL
N.T.S.

YARD DRAIN - CATCH BASIN DETAIL
N.T.S.
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10.3 FOOT WIDE SIDEWALKS SHALL RECEIVE CONTRACTION JOINTS EVERY 4 FEET. 4 AND 5 FOOT WIDE SIDEWALKS SHALL 
RECEIVE CONTRACTION JOINTS EQUAL TO THE WIDTH OF THE SIDEWALK SIDEWALKS MAY BE CONVENTIONALLY FORMED OR 
MACHINE FORMED.

r~ 6” MIN.

WHEN ABUYTING AN EXISTING 
ROADWAY, CAP SEAM WITH 
BITUMINOUS SEALER 
MISCELLANEOUS ASPHALY CEMENY 
(NYSDOY ITEM NO. 618.07)

' SPLASH 
r BLOCK

L I_______

7. THE EXPANSION JOINTS SHALL BE LOCATED AT ALL IMMOVABLE OBJECTS (BRIDGE SUBSTRUCTURES, ETC ), WHERE SHOWN 
ON THE PLANS, AND/OR AS DIRECTED BY THE ENGINEER. EXPANSION JOINTS SHALL NOT BE REQUIRED AT 20 LOOT
NTERVALS

6” X 6” No. 3
WELDED WIRE MESH
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5. REINFORCING SHALL NOT EXTEND THROUGH EXPANSION JOINTS.

^OUTLET PIPE
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9. UNLESS OTHERWISE SPECIFIED IN THE CONTRACT DOCUMENTS, THE CONCRETE SURFACE SHALL BE SCORED AND TOOLED 
AT INTERVALS OF 5 EEET. SCORE THE CONCRETE A MINIMUM 1/8 INCH TO A MAXIMUM 1/4 INCH IN WIDTH AND TO A 
MINIMUM DEPTH OF ONE-THIRD THE TOTAL THICKNESS.
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6. INSTALL A PREMOULDED RESILIENT JOINT FILLER, §705-07, AT ALL JOINTS BETWEEN SIDEWALK AND CURB, PAVEMENT, 
BUILDING, ETC. THE PREMOULDED RESILIENT JOINT FILLER SHALL CONFORM TO THE REQUIREMENTS OE ASTM D1751.

5. CURB SHALL CONFORM TO NYSDOT ITEM NO. 609.0304.

TRENCH DRAIN BY PEERLESS OR APPROVED
EQUIVALENT
HS-20 LOAD RATED
CONCRETE 4,500 PSI @ 28 DAYS
REINFORCING: AS SPECIFIED, GRADE 60 REBAR 
9”X9” KNOCKOUT PROVIDED ON END UNITS
MANUFACTURED IN ACCORDANCE WITH ASTM C-890

2. UNLESS OTHERWISE NOTED, PORTLAND CEMENT CONCRETE SIDEWALKS SHALL MEET THE SPECIFICATIONS OUTLINED IN 
SECTION 608 AND SUBSECTION 700 OE THE NEW YORK STATE DEPARTMENT OE TRANSPORTATION STANDARD 
SPECIFICATIONS, DATED JANUARY 9, 2014 WITH LATEST REVISIONS

r

3. THE GENERAL CONSTRUCTION DETAILS FOR MANUFACTURING AND TRANSPORTING CONCRETE SHALL MEET THE 
REQUIREMENTS OE SECTION 501, PORTLAND CEMENT CONCRETE- GENERAL.
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8. PREMOULDED RESILIENT JOINT FILLER (§705-07). USE 3/8 - 5/8 INCH THICK FILLER IN TRANSVERSE EXPANSION JOINT 
ASSEMBLIES ONLY. INCLUDE A ONE-PIECEPREMOULDED RESILIENT JOINT FILLER IN THE ASSEMBLY THAT EXTENDS 
COMPLETELY ACROSS THE SLAB WIDTH THE JOINT FILLER MUST EITHER EQUAL THE LULL DEPTH OE THE SLAB, OR 
EXTEND EROM THE BOTTOM OF THE SLAB TO WITHIN 11/2-2 INCHES OE THE TOP OF THE SLAB WITH A FINISHING 
CAP THAT EXTENDS TO THE TOP OE THE SLAB

5. THIS ASPHALT CONCRETE PAVEMENT SECTION APPLIES ONLY TO LOCAL (i.e. VILLAGE) ROADS.
PAVEMENT REPLACEMEN7, REHABILITATION, C0NS7RUC7I0N, ETC. EOR COUNTY AND SLAVE ROADWAYS 
SHALL BE IN ACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS OE THE AGENCY HAVING 
JURISDICTION.

CD 
o o 2 
O Ct3. DETAIL DEPICTS COMPACTED PAVEMENT THICKNESS.

^^4,500 PSI CONC © 28 DAYS

"A

6”
/4 REBAR PER 

MANUFACTURER’S \ 
RECOMMENDATION

6. CAST-IN-PLACE CONCRETE CURB SHALL BE USED IN AREAS 
WHERE MONOLITHIC CURB AND SIDEWALK CONSRUCTION IS NOT 
REQUIRED AND/OR FEASIBLE (e.g. ADJACENT TO LAWN AREAS).

r 6” MIN
r/

r~ 6” MIN.

4. WELDED WIRE FABRIC REINFORCEMENT SHALL BE MADE OE W2 .9 OR W3 WIRE AT 6 INCH CENTERS TRANSVERSELY 
CONVENTIONALLY FORMED CONCRETE SHALL MEET THE REQUIREMENTS FOR CLASS D IN ACCORDANCE WITH SECTION 501 
PORTLAND CEMENT CONCRETE--GENERAL ALL CONCRETE SHALL CONTAIN A WATER-REDUCING ADMIXTURE MEETING THE 

REQUIREMENTS OE §711-08 IN SUCH A QUANTITY AS TO PROVIDE A MINIMUM 10% REDUCTION OE THE DESIGN WATER 
CONTENT BY USING A NORMAL RANGEWATER-REDUCER WWE SHALL BE MANUFACTURED IN SHEETS AND PLACED WITH IN 
CONCRETE BY CHAIRING.

2. PREMOLDED BITUMINOUS EXPANSION JOINT SHALL BE INSTALLED 
BETWEEN CURB SEGMENT TO SCALE EVERY TWENTY (20) FEET.

3. MATCH EXPANSION JOINT IF CURB IS INSTALLED ADJACENT TO 
SIDEWALK OR CONCRETE PAVEMENT.

4. CURB SEGMENT LENGTH MAY DIFFERENTIATE AT CLOSURE POINT 
TO SCALE, BUT SHALL NOT BE LESS THAN FOUR (4) FEET.

4. THIS DETAIL SHALL BE COORDINATED WITH THE VILLAGE STANDARD PIPE TRENCH AND ASPHALT 
PAVEMENT REPLACEMENT CONSTRUCTION DETAIL AND ALL OTHER PERTINENT VILLAGE STANDARD 
CONSTRUCTION DETAILS.

1. WHEN SIDEWALK ABUTS A ROADWAY, CURB AND SIDEWALK SHALL BE MONOLITHICALLY CONSTRUCTED REFER TO VILLAGE 
STANDARD MONOLITHIC CURB AND SIDEWALK CONSTRUCTION DETAIL

2. UNLESS OTHERWISE NOTED, SUBBASE COURSE SHALL MEET THE SPECIFICATIONS OUTLINED IN 
SECTION 300 OE THE NEW YORK STATE DEPARTMENT OE TRANSPORTATION STANDARD SPECIFICATIONS 
DATED MAY 1, 2008 WITH LATEST REVISIONS.

8. THE VILLAGE ENGINEER RESERVES THE RIGHT TO MODIFY (e.g. INCREASE THICKNESS) THE PAVEMENT 
SECTION DUE TO SITE CONDITIONS (e.g. UNSUITABLE/UNSTABLE SUBGRADE, HIGH GROUNDWATER, 
ETC.).

4” THICK, CLASS ’D’ —: 
CONCRETE (4,000 PSI) \

(NYSDOT ITEM NO. 608.0101) (

:

6. IE 403 HOT MIX ASPHALT (HMA) ITEM NUMBERS ARE UNAVAILABLE FROM THE ASPHALT PLANT, 
NYSDOT SUPERPAVE HMA 70 OR 80 SERIES COMPACTION SHALL BE SUBSTITUTED UPON REVIEW AND 
APPROVAL BY THE VILLAGE ENGINEER.

1. CONSTRUCTION JOINT SHALL BE INSTALLED AT THE MID-POINT 
BETWEEN EXPANSION JOINT SO CURB SEGMENT LENGTH WILL 
BE TEN (10 FEET).

)....4...................
/ / SLOPE /’ PER FOOT (MIN.) TO OUTLET 
/ / UNLESS SPECIFIED ON PLAN

ZJ L .

7. HOT MIX ASPHALT (HMA) PAVEMENT SHALL BE 7” MIN. THICK, OR MATCH EXISTING HMA PAMEMENT 
THICKNESS, WHICHEVER IS GREATER. IE EXISTING HMA PAVEMENT IS GREATER THAN 7”, THE HMA 
DIEEERENCE SHALL CONSIST OE HMA BASE COURSE (OR BINDER COURSE EOR SMALL QUANTITIES)
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12” MAX.—■- - - - -

p- - - - -36” PAY LIMIT- - - - - - -

! SIDEWALK AND CURB 
L(REFER TO PLANS FOR 

MATERIAL AND VILLAGE 
STANDARD CONSTRUCTION 

DETAILS)

3

6” THICK, %” DIA. STONE BASE
ON COMPACTED SUBGRADE

y/CCEXISTING
///,PA VEMENT////)

V/E BITUMINOUS
CONCRETE
TYPE 6 E2 (NYSDOT ITEM
NO. 403.178202) TOP
COURSE

g ,4

FINISHED GRADE

SIDEWALK CÜRB RAMP- 
WITH DETECTABLE 

WARNING UNIT 
CONSISTING OF RAISED 

TRUNCATED DOMES 
(REFER TO VILLAGE 

STANDARD CONSTRUCTION 
DETAILS FOR RAMP AND 

DETECTABLE WARNING
#3 bars 12” o.c. UNITSZ 
both ways top only rZ 
with 2” cover —, /—

4-X 4-X 4-X 4-X 4-XEXISTING SUBBASE TO REMAIN

—I I l~n~ “I-LLttt

*1

6” THICK 3/4” APPROVED COMPACTED CLEAN 
WASHED CRUSHED STONE BASE COURSE
(NYSDOT ITEM NO. 623.12, SIZE DESIGNATION 2)

SECTION VIEW

r- BROOM FINISH

/ 2% MAX
F CROSS SLOPE

6” THICK OF TAMPED 
3/4” (AASHTO #57) 

CRUSHED STONE

NOTE:
1. AT ALL FIXED VERTICAL SURFACES AND STRUCTURE PROVIDE PMF.
2. ALL EXPOSED SURFACES ARE TO BE COATED WITH A TRANSLUCENT CURING COMPOUND 

CONEORMING TO AASHTO M 148, TYPE l-D IMMEDIATELY FOLLOWING FINAL FINISHING. COVERAGE 
SHALL NOT BE LESS THAN ONE GALLON PER 200 SO. FT.

1. UNLESS OTHERWISE NOTED, BITUMINOUS CONCRETE SHALL MEET THE SPECIFICATIONS OUTLINED IN 
SECTION 403 OE THE NEW YORK STATE DEPARTMENT OE TRANSPORTATION STANDARD SPECIFICATIONS, 
DATED MAY 1, 2008 WITH LATEST REVISIONS. NOTE, THIS SECTION IS NO LONGER INCLUDED IN THE 
NYSDOT STANDARD SPECIFICATIONS.

I Ov

8” SUBBASE COURSE
TYPE 4, OPTION D 
(NYSDOT ITEM NO. 304.14) 
FOUNDATION COURSE

1. UNLESS OTHERWISE NOTED, PORTLAND \ \ \ 7” THICK, NYSDOT CLASS ’D’ CONCRETE

CEMENT CONCREIE SIDEWALKS SHALL \ X. \_  (a nnn pci^ Zkiy^rat itfm kid rar aiaWMEET THE SPECIFICATIONS OUTLINED IN \ \ (4’°°° PSI) (NYSD0T ITEM N0' 608-0101)

SECTION 608 AND SUBSECTION 700 OF \ \_ 6” TH|CK 3/4” APPROVED COMPACTED CLEAN
THE NEW YORK STATE DEPARTMENT OF \ WASHED CRUSHED STONE BASE COURSE
TRANSPORTATION STANDARD \ (NYSDOT ITEM NO. 623.12, SIZE DESIGNATION 2)
SPECIFICATIONS, DATED JANUARY 9, x
2014 WITH LATEST REVISION.
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2. CONVENTIONALLY FORMED CONCRETE
SHALL MEET THE REQUIREMENTS FOR REINFORCED CONCRETE DRIVEWAY
CLASS D IN ACCORDANCE WITH SECTION
501 “PORTLAND CEMENT TYPICAL SECTION
CONCRETE—GENERAL." ----------------------------------------------------
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