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SYMBOL INDICATES
CONSTRUCTION KEY NOTEConstruction Key Notes

1. DIMENSIONS SHOWN ARE FROM FACE OF FINISH MATERIALS
UNLESS NOTED OTHERWISE.

2. CONTRACTOR SHALL INSTALL THROUGH-PENETRATION FIRESTOPS,
DRAFT-STOPS, FIRE CAULKING, ETC. AS REQUIRED AT ALL
CEILING/WALL PENETRATIONS TO ENSURE THE STRUCTURAL
INTEGRITY AND CONT. FIRE RATING OF THE ASSEMBLY.
(COORDINATE WITH PARTITION TYPES AS REQUIRED.) REFER TO
PARTITION TYPES AND SPECIFICATIONS FOR ADDITIONAL
INFORMATION.

3. SEAL TOP OF ALL PARTITIONS. FILL ALL VOIDS WITH ACOUSTIC
SEALANT CONTINUOUS.  (COORDINATE WITH PARTITION TYPES AS
REQUIRED.)

4. CONTRACTOR SHALL PROVIDE WOOD BLOCKING AS REQUIRED FOR
INSTALLATION OF ALL WALL MOUNTED EQUIPMENT AND
CASEWORK, TYP. PROVIDE P.T. WOOD BLOCKING IN TOILET ROOMS,
TYP. BLOCKING SHALL BE PROVIDED AS PER SPECIFICATION
SECTION 061000 - ROUGH CARPENTRY.

DUCTWORK REMOVAL PATCH NOTE:

GC TO PATCH HOLES LEFT DUE TO REMOVAL OF DUCTWORK

ETC. IN MASONRY AND OTHER WALL/FLOOR/CEILING

CONSTRUCTION WITH NEW MATERIAL TO MATCH EXISTING.

PAINT TO MATCH ADJACENT SURFACES WHERE APPLICABLE.

GC TO COORDINATE WITH MC FOR EXACT LOCATION AND

EXTENT OF REPAIR WORK.

EXISTING WALLS TO REMAIN

NEW DOORS

(REFER TO DEMOLITION &
PROPOSED FLOOR PLANS)

1. GC TO PRIME AND PAINT EXISTING WOOD TRIM ALL AROUND ENTRY WITH (1) PRIMER COAT AND (2) FINISH

COATS. NOTE ANY GOUGES, DAMAGE AND/OR ROT SHALL BE REPAIRED TO LIKE NEW CONDITION.  SEE DRAWING

A2.03 FOR ADDITIONAL KEY NOTE LOCATIONS AND TYPICAL DETAIL PROFILE ON DRAWING A8.30.

2. EC TO REINSTALL EXISTING ELECTRIC METER ON NEW INTERIOR PARTITION. SEE ELECTRICAL DRAWINGS FOR

ADDITIONAL INFORMATION.

3. GC  TO INSTALL SCHEDULED FINISH FLOORING, FLOOR SYSTEM, ASSOCIATED ASSEMBLIES AND VINYL COVE

BASE. GC IS NOT TO DISTURB THE EXISTING 2"X3" SLEEPERS AND ADJACENT CINDER FILL, TYPICAL UNLESS

NOTED OTHERWISE.  PREFER TO DETAIL 1/A8.30 AND FLOOR FINISH PLANS FOR ADDITIONAL INFORMATION.

4. <RESERVED>

5. GC TO INSTALL NEW VINYL FLOOR FINISH, TWO LAYERS OF PLYWOOD SUB FLOOR, ROSIN PAPER, ASSOCIATED

ASSEMBLIES AND VINYL COVE BASE.  GC IS NOT TO DISTURB THE EXISTING  2"X3" SLEEPERS AND ADJACENT

CINDER FILL, TYPICAL UNLESS NOTED OTHERWISE.  REFER TO DETAIL 5/A8.30 FOR ADDITIONAL INFORMATION.

6. GC TO MODIFY EXISTING DOOR ASSEMBLY AND INSTALL THRESHOLD. COORDINATE WITH ADJACENT FLOOR

FINISHES AND DOOR ASSEMBLY - REFER TO DETAIL ON DRAWING A8.30, TYPICAL.

7. GC TO INSTALL NEW VINYL FLOOR FINISH, PLYWOOD SUB FLOOR, ROSIN PAPER, ASSOCIATED ASSEMBLIES, AND

VINYL COVE BASE.  GC IS NOT TO DISTURB EXISTING PLYWOOD SUBSTRATE, TYPICAL UNLESS NOTED

OTHERWISE.  REFER TO DETAIL 7/A8.30.

8. EC TO INSTALL NEW ELECTRICAL POWER DISTRIBUTION PANELS. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL

INFORMATION.

9. GC TO INSTALL NEW CONCRETE STAIRS WITH RUBBER STAIR TREADS. SEE STRUCTURAL DRAWINGS AND FLOOR

FINISH PLAN FOR ADDITIONAL INFORMATION.

10. GC TO INSTALL NEW RAMP TO MEET ADA REQUIREMENTS WITH RUBBER FLOORING SURFACE. SEE FLOOR FINISH

SCHEDULE FOR ADDITIONAL INFORMATION. MAX RAMP SLOPE 1:12.

11. GC TO INSTALL NEW HANDRAIL. SEE TYPICAL DETAILS ON DRAWING A4.03 FOR ADDITIONAL INFORMATION.

12. GC TO PROVIDE AND INSTALL 24" x 24" FLUSH ACCESS DOOR WITH EXPOSED TRIM. GC TO PRIME AND PAINT TO

MATCH ADJACENT WALL SURFACE. SEE SPECIFICATION FOR ADDITIONAL INFORMATION.

13. GC TO RAISE EXISTING SUB-FLOOR ±2

3

4

" TO MATCH SUB-FLOOR HEIGHT OF EXISTING MAS BUILDING CORRIDOR

WITH LIGHTWEIGHT CONCRETE. GC SHALL SCARIFY EXISTING SUB-FLOOR AS REQUIRED FOR PROPER BONDING

OF NEW LIGHTWEIGHT CONCRETE. PREP NEW CONCRETE AS REQUIRED TO RECEIVE NEW FINISH FLOORING.

14. GC TO PROVIDE AND INSTALL NEW FINISH FLOORING. REFER TO FLOOR FINISH PLANS, AND FLOOR FINISH

LEGEND ON DRAWING A2.20 FOR ADDITIONAL INFORMATION.

15. GC TO SLOPE CONCRETE FLOOR IN OUTDOOR STORAGE 054 TO PROVIDE POSITIVE PITCH TOWARDS EXTERIOR

DOOR. SEE STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION.

16. GC TO INSTALL NEW THROUGH-FLOOR MECHANICAL/ELECTRICAL CHASE. COORDINATE LOCATIONS OF FINAL

OPENINGS AND FINAL SIZE OF CHASE WITH EC & MC. SEE STRUCTURAL DRAWINGS FOR ADDITIONAL

INFORMATION. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS FOR APPROVAL OF PENETRATION SIZES AND

LOCATIONS PRIOR TO FABRICATING CONCRETE PLANK.

17. EC TO INSTALL NEW GAS-FIRED STANDBY GENERATOR. SEE ELECTRICAL DRAWINGS FOR ADDITIONAL

INFORMATION. GC TO COORDINATE WITH EC FOR INSTALLATION OF NEW STANDBY GENERATOR.

18. GC TO INSTALL NEW 6'-0" TALL CHAIN LINK FENCE AROUND NEW GENERATOR AND GENERATOR PAD. SEE DETAIL

ON DRAWING CD.02, SITE PLAN, AND SPECIFICATION FOR ADDITIONAL INFORMATION.

19. GC TO INSTALL NEW 6" HIGH CONCRETE STANDBY GENERATOR PAD. SEE DETAIL ON DRAWING A8.30 AND

ELECTRICAL DRAWINGS FOR ADDITIONAL INFORMATION. COORDINATE FINAL LOCATION AND REQUIRED PAD SIZE

WITH OWNER AND EC.

20. GC TO EXCAVATE AND TRENCH FOR NEW ELECTRICAL CONDUIT FROM BUILDING TO NEW EMERGENCY

GENERATOR. REFER TO DETAIL 3/E2.03 AND ELECTRICAL PLANS FOR ADDITIONAL INFORMATION. COORDINATE

TRENCH LOCATION WITH EC.

21. GC TO CONSTRUCT NEW EXTERIOR AREAWAY WITH AREA DRAIN. REFER TO CIVIL DRAWINGS AND PLUMBING

DRAWINGS FOR ADDITIONAL INFORMATION.

22. GC TO PROVIDE AND INSTALL NEW EXTERIOR CONCRETE STAIRS. SEE SITE PLAN FOR ADDITIONAL

INFORMATION.

23. GC TO PROVIDE NEW REINFORCED CONCRETE RETAINING WALL AND FOOTING. SEE CIVIL DRAWINGS FOR

ADDITIONAL INFORMATION.

24. GC TO PROVIDE NEW EXTERIOR CONCRETE RAMP TO MEET ADA REQUIREMENTS. MAX SLOPE 1:12. SEE SITE

PLAN AND DETAILS FOR ADDITIONAL INFORMATION.

25. GC TO PROVIDE AND INSTALL NEW STEEL TUBE STAIR HANDRAIL AND SUPPORT AT EXTERIOR STAIRS. HANDRAIL

TO BE 1 

1

4

" DIA. STEEL TUBE, PAINTED. SEE TYPICAL DETAILS ON SHEET A4.30  FOR ADDITIONAL INFORMATION.

COLOR PER OWNER'S SELECTION. SEE DETAILS AND SPEC FOR ADDITIONAL INFORMATION.

26. GC TO PROVIDE AND INSTALL NEW METAL GUARD RAIL. GUARD RAIL SHALL BE PAINTED, COLOR PER OWNER'S

SELECTION. SEE DETAILS AND SPEC FOR ADDITIONAL INFORMATION.

27. PC TO INSTALL NEW AREA DRAIN. REFER TO PLUMBING DRAWINGS.

28. GC TO PROVIDE AND INSTALL NEW RECESSED WALK-OFF MAT WITH VINYL HINGES AND ALUMINUM RAILS.

WALK-OFF MAT SHALL BE RECESSED IN CONCRETE FLOOR SLAB AS REQUIRED TO PROVIDE FLUSH TRANSITION

WITH ADJACENT FINISH FLOOR. SEE FLOOR FINISH PLAN AND SPEC FOR ADDITIONAL INFORMATION.

29. GC TO PROVIDE AND INSTALL NEW 3500# MACHINE ROOM LESS (MRL) ELEVATOR, MODEL "GEN2" BY 'OTIS

ELEVATOR COMPANY.' ELEVATOR SHALL BE HIGH CAB MODEL AND ABLE TO ACCOMMODATE A STRETCHER. SEE

SPECIFICATIONS FOR ADDITIONAL INFORMATION.

30. DISTRICT VENDOR TO PROVIDE AND INSTALL NEW CLASSROOM CASEWORK. SEE INTERIOR ELEVATIONS AND

SPECIFICATIONS FOR ADDITIONAL INFORMATION, TYPICAL. REFER TO DETAIL 15/A7.04 FOR ADDITIONAL

INFORMATION.

31. GC TO PROVIDE AND INSTALL NEW 6"W x 72"L ALUMINUM LOUVER IN NEW COUNTER PROVIDED BY DISTRICT

VENDOR TO VENT HVAC UNIT BEHIND CASEWORK. ALUMINUM SHALL BE KYNAR FINISH, COLOR PER OWNER'S

SELECTION. SEE CASEWORK SECTIONS FOR ADDITIONAL INFORMATION.

32. GC TO PROVIDE AND INSTALL NEW 4"H ALUMINUM TOE-KICK LOUVER IN BASE CABINET PROVIDED BY DISTRICT

VENDOR TO VENT HVAC UNIT BEHIND CASEWORK. ALUMINUM SHALL BE KYNAR FINISH, COLOR PER OWNER'S

SELECTION. SEE CASEWORK SECTIONS FOR ADDITIONAL INFORMATION.

33. GC SHALL MOUNT NEW INTERACTIVE PRESENTATION DISPLAY PROVIDED BY OWNER. EC SHALL BE

RESPONSIBLE TO MAKE ALL CONNECTIONS, TYPICAL.

34. NEW CLASSROOM FURNISHINGS BY OWNER.

35. GC SHALL PROVIDE AND INSTALL NEW 4' TALL WHITE BOARD WITH TACK STRIP AND MARKER TRAY, TYPICAL. SEE

PLAN FOR WHITE BOARD LENGTH. COORDINATE FINAL MOUNTING LOCATION WITH OWNER.

36. GC TO PROVIDE AND INSTALL NEW CEILING FINISH. REFER TO REFLECTED CEILING PLANS, RCP LEGEND ON

SHEET A5.00 AND SPECIFICATIONS FOR ADDITIONAL INFORMATION.

37. PC TO PROVIDE AND INSTALL NEW ROOF DRAIN WITH CAST IRON DRAIN RING. ROOF DRAIN TO BE INSTALLED IN

NEW ROOF SUMP AND PER MANUFACTURER'S INSTRUCTIONS. SEE DETAIL 3/A8.10 AND PLUMBING DRAWINGS

FOR ADDITIONAL INFORMATION.

38. GC TO INSTALL NEW EQUIPMENT SUPPORT RAILS BY 'PATE' FOR NEW AIR CONDITIONING CONDENSERS (ACCU).

SEE DETAIL 2/A8.10 AND PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION. MC TO PROVIDE EQUIPMENT

SUPPORT RAILS.

39. MC TO PROVIDE AND INSTALL NEW AIR CONDITIONING CONDENSING UNITS. SEE MECHANICAL DRAWINGS FOR

ADDITIONAL INFORMATION.

40. MC TO INSTALL NEW EXHAUST FAN FOR ELEVATOR SHAFT. MC TO PROVIDE NEW ROOF CURBS AS REQUIRED

FOR NEW EXHAUST FAN. GC TO INSTALL ROOF CURBS PROVIDED BY MC. SEE DETAIL 5/A8.10 FOR ADDITIONAL

INFORMATION. MC TO COORDINATE WITH GC FOR PENETRATION THROUGH CONCRETE PLANK AND

PENETRATION SHALL BE INCLUDED ON PLANK SHOP DRAWINGS FOR APPROVAL PRIOR TO FABRICATION.

41. ELEVATION CHANGE IN PARAPET WALL. SEE SECTIONS FOR ADDITIONAL INFORMATION.

42. GC TO PROVIDE WATER-TIGHT PENETRATION FOR MC/EC/PC TO RUN REQUIRED CONDUIT/LINES TO NEW AIR

CONDITIONING CONDENSING UNITS. GC TO COORDINATE WITH MC/EC/PC.

43. GC TO PROVIDE AND INSTALL FLUID APPLIED FULLY REINFORCED ALIPHATIC ROOFING MEMBRANE AND

TRILAMINATE BASE SHEET OVER NEW 

1

2

" COVER BOARD, NEW TAPERED POLYISOCYANURATE INSULATION (MIN.

R-30) OVER NEW CONCRETE ROOF DECK. ALL FLASHINGS SHALL BE FLUID APPLIED AND INTEGRAL TO FLUID

ROOF FIELD MEMBRANE. GC TO PROVIDE SILICA SAND BROADCAST COAT OVER ENTIRE ROOF AREA FOR SLIP

RESISTANCE. INSTALL ROOFING SYSTEM PER MANUFACTURER'S STRICT INSTRUCTIONS. SEE SPECIFICATION

AND DETAIL 1/A8.10 FOR ADDITIONAL INFORMATION.

44. GC TO PROVIDE AND INSTALL NEW TAPERED POLYISOCYANURATE ROOF INSULATION. CONTRACTOR SHALL

PROVIDE POSITIVE PITCH OF MIN. 

1

4

" PER FOOT TOWARDS ROOF DRAINS.

45. GC TO PROVIDE NEW THROUGH-WALL SCUPPER IN EXISTING PARAPET WALL OF BREEZEWAY. SEE DETAIL 9 ON

SHEET A8.10 FOR ADDITIONAL INFORMATION.

46. PC TO INSTALL NEW OVERFLOW DRAIN WITH CAST IRON DRAIN RING. SEE DETAIL 4/A8.10 AND PLUMBING

DRAWINGS FOR ADDITIONAL INFORMATION.

47. GC TO PROVIDE AND INSTALL NEW .040" THICK ALUMINUM COPING. ALUMINUM SHALL BE KYNAR FINISH AND

COLOR SHALL BE PER OWNER'S SELECTION. SEE ROOF DETAILS AND SPECIFICATION FOR ADDITIONAL

INFORMATION.

48. MC TO PROVIDE AND INSTALL NEW LOUVERS FOR MECHANICAL EQUIPMENT. GC TO COORDINATE

THROUGH-WALL PENETRATIONS WITH MC. SEE MECHANICAL DRAWINGS FOR ADDITIONAL INFORMATION.

49. GC TO INSTALL NEW WINDOWS IN EXTERIOR WALL. SEE WINDOW SCHEDULE, TYPES, AND DETAILS ON SHEET

A6.10 FOR ADDITIONAL INFORMATION.

50. GC TO PROVIDE AND INSTALL NEW DECORATIVE CAST STONE TRIM. SUPPORT AND ANCHOR PER

MANUFACTURER'S RECOMMENDATIONS. PROVIDE SHOP DRAWINGS FOR APPROVAL PRIOR TO FABRICATION.

51. GC TO PROVIDE AND INSTALL NEW 2-HOUR RATED EXTERIOR WALL WITH BRICK VENEER. SEE STRUCTURAL

DRAWINGS, SECTIONS, AND SPECIFICATIONS FOR ADDITIONAL INFORMATION. BRICK BONDING PATTER TO BE

COMMON BOND WITH HEADER COURSE EVERY 10 COURSES. SEE ADJACENT EXISTING BRICK MASONRY FOR

ADDITIONAL INFORMATION.

52. LINE OF ROOF BEYOND.

53. GC TO PROVIDE AND INSTALL NEW EXTERIOR DOORS. SEE DOOR SCHEDULE ON DRAWING A6.01 FOR

ADDITIONAL INFORMATION.

54. NEW DUCTWORK BY MC TO NEW LOUVERS. SEE MECH. DRAWINGS FOR ADDITIONAL INFORMATION. COORDINATE

WORK WITH MC.

55. GC TO PROVIDE AND INSTALL NEW FINISH FLOORING. SEE FINISH FLOOR PLANS AND SPECIFICATIONS.

56. GC TO PROVIDE AND INSTALL NEW ACOUSTICAL SUSPENDED CEILING. SEE PROPOSED REFLECTED CEILING

PLANS AND SPECIFICATIONS.

57. NEW ROOFING. SEE PROPOSED ROOF PLAN ON DRAWING A2.14 FOR ADDITIONAL INFORMATION.

58. GC TO INFILL EXISTING WINDOW OPENING. FACE BRICK, MORTAR AND BONDING SHALL MATCH THAT OF

ADJACENT BRICK. NEW FACE BRICK SHALL BE TOOTHED INTO EXISTING BRICK PER DETAIL 5/A8.21. ALL INTERIOR

FINISHES SHALL ALIGN AND BE FINISHED TO MATCH ADJACENT SURFACES. PAINT INFILLED AREA TO MATCH

ADJACENT INTERIOR FINISH. SEE PROPOSED FLOOR PLANS A2.10 - A2.13 AND ELEVATION DRAWINGS FOR

ADDITIONAL INFORMATION.

59. NEW ELEVATOR HOIST BEAM. COORDINATE SIZE AND LOCATION WITH ELEVATOR MANUFACTURER. SEE

STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION.

60. GC TO PROVIDE AND INSTALL NEW LINTEL IN MODIFIED OPENING. SEE STRUCTURAL DRAWINGS FOR ADDITIONAL

INFORMATION.

61. NEW 10" THICK PRE-CAST CONCRETE PLANK WITH 2" LIGHTWEIGHT CONCRETE TOPPER (WHERE APPLICABLE).

SEE STRUCTURAL DRAWINGS FOR ADDITIONAL INFORMATION. ALL CONTRACTORS SHALL COORDINATE

PENETRATIONS THROUGH ALL CONCRETE PLANK WITH GC. PROVIDE SHOP DRAWINGS SHOWING ALL

PENETRATIONS WITH SIZES AND LOCATIONS PRIOR TO FABRICATION.

62. NEW BUILDING FOOTINGS AND FOUNDATIONS. REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL

INFORMATION.

63. ELEVATOR SUMP PIT PER MANUFACTURER. SEE STRUCTURAL DRAWINGS FOR SUMP PIT SIZE AND DEPTH. SEE

PLUMBING DRAWINGS FOR SUMP PIT PUMP INFORMATION.

64. GC TO PROVIDE AND INSTALL NEW ELEVATOR DOOR AND FRAME. SEE ELEVATOR SPECIFICATION FOR

ADDITIONAL INFORMATION.

65. MC TO PROVIDE AND INSTALL NEW CABINET HEATERS AND METAL COVERS TO CONCEAL PIPING. SEE PROPOSED

MECHANICAL PLANS FOR ADDITIONAL INFORMATION.

66. NEW 6" REINFORCED CONCRETE SLAB OVER 15 MIL POLY VAPOR BARRIER OVER 6" COMPACTED 

3

4

" CLEAN

STONE. SEE STRUCTURAL DRAWINGS AND SPECIFICATION FOR ADDITIONAL INFORMATION.

67. ELEVATION OF RAMP ADJACENT TO MAS BUILDING. SEE SECTION 1/A4.02 FOR ADDITIONAL INFORMATION.

68. GC TO INFILL OPENINGS IN EXISTING WALL WITH NEW STEEL STUDS AND GWB. SEE WALL PROPOSED PLANS AND

WALL TYPES FOR ADDITIONAL INFORMATION. FINISHED SURFACES SHALL ALIGN FLUSH WITH ADJACENT

SURFACES. PAINT INFILLED AREA TO MATCH ADJACENT.

69. EXISTING CEILING TO REMAIN.

70. GC TO PROVIDE AND INSTALL NEW PORCELAIN TILE WAINSCOTING WITH TILE BASE AND BULLNOSE CAP. SEE

SECTIONS, INTERIOR ELEVATIONS AND SPECIFICATION FOR ADDITIONAL INFORMATION.

71. DISTRICT VENDOR TO PROVIDE AND INSTALL NEW CLASSROOM CASEWORK. SIZE OF NEW CLASSROOM

CASEWORK SHALL MATCH THAT OF EXISTING CASEWORK TO BE REMOVED. SEE INTERIOR ELEVATIONS FOR

ADDITIONAL INFORMATION.

72. DISTRICT VENDOR TO PROVIDE AND INSTALL NEW 1 

1

2

" THICK SOLID SURFACE COUNTERTOP WITH 3" INTEGRATED

BACKSPLASH. GC TO COORDINATE SINK CUTS WHERE APPLICABLE WITH PC. ALL COUNTERS SHALL HAVE EASED

EDGES. SEE INTERIOR ELEVATIONS AND SPECIFICATION FOR ADDITIONAL INFORMATION.

73. GC TO INSTALL NEW SINK INTO NEW COUNTER. PC TO PLUMB SINK AND ENSURE FULLY FUNCTIONAL

OPERATION. INSTALL ADA SINK WHERE INDICATED. SEE PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION.

GC TO COORDINATE WITH DISTRICT VENDOR FOR SINK OPENINGS IN COUNTERTOPS.

74. GC TO PROVIDE AND INSTALL RUBBER EXPANSION JOINT. SEE SPECIFICATION FOR ADDITIONAL INFORMATION.

75. GC TO INSTALL NEW INTERIOR PARTITION AT ROOM 008 WHERE EXISTING WALL WAS DEMOLISHED AND EXISTING

IN-WALL RADIATOR WAS REMOVED. COORDINATE ACTUAL LOCATION OF NEW WALL WITH FIELD CONDITIONS.

76. GC TO INSTALL NEW PRE-MANUFACTURED 36" DIA. X 48" DEEP SUMP BASIN IN NEW EXCAVATION. LINE OPEN

EXCAVATION WITH FILTER FABRIC AND BACKFILL WITH 

3

4

" DIA. CLEAN DRAINAGE STONE. GC TO POUR NEW 4"

THICK REINFORCED CONCRETE ON TOP OF STONE. REINFORCE SIMILAR TO DETAIL 2/A2.01. COORDINATE WITH

PC.

77. GC TO INSTALL (2) - 6" DIA. PERFORATED TRIPLE-WALL FOOTING DRAINS IN 2'-0"W X 18"D TRENCH. GC TO LINE

TRENCH WITH FILTER FABRIC AND BACKFILL WITH 

3

4

" DIA. CLEAN DRAINAGE STONE. GC TO INSTALL INTERIOR

DRAIN TILE AT WALL EDGE ON TOP OF NEW STONE. GC TO CONNECT PIPING TO NEW SUMP BASIN. POUR NEW 4"

THICK, 3,500 PSI REINFORCED CONCRETE SLAB ON TOP OF NEW STONE. LEAVE GAP AT SLAB EDGE AS

REQUIRED FOR INTERIOR DRAIN TILE. SEE DETAIL 1/A2.01 FOR ADDITIONAL INFORMATION.

78. GC TO CONSTRUCT NEW P.T. INTERIOR SUMP BASIN ENCLOSURE WITH NEW DOOR AND SLOPED TOP. SEE

DETAILS FOR ADDITIONAL INFORMATION. GC REQUIRED TO PROVIDE NEW WALL PADDING AS NECESSARY TO FIT

NEW SUMP ENCLOSURE. NEW PADDING TO MATCH EXISTING IN THICKNESS, SIZE AND COLOR.

79. GC TO POWERWASH, PRIME, & COAT EXISTING STUCCO WITH "SOLARGARD HY-BUILD" BY 'TREMCO' TO A

MINIMUM THICKNESS OF 28 WET MILS. GC SHALL DETAIL CORNERS, EDGES, AND COPINGS WITH SEAM SEALER.

LAP SOLARGARD ONTO EXISTING ROOF FLASHING 1", TYPICAL. COLOR TO BE SELECTED BY OWNER FROM

MANUFACTURER'S STANDARD RANGE.

80. GC TO PROVIDE AND INSTALL NEW SEMI-RECESSED FIRE EXTINGUISHER CABINET AND FIRE EXTINGUISHER.

MAINTAIN FIRE RATING OF WALL THROUGHOUT WHERE APPLICABLE. INSTALL 48" A.F.F. TO TOP OF

EXTINGUISHER. SEE SPECIFICATION FOR ADDITIONAL INFORMATION.

81. ABATEMENT CONTRACTOR SHALL FUR OUT EXISTING WALL AS BACKER FOR NEW CASEWORK WITH METAL HAT

CHANNELS (SEE A8.01). GC TO INSTALL PLYWOOD BACKER AND GWB TO METAL FURRING. NEW WALL SHALL

EXTEND TO THE UNDERSIDE OF EXISTING CEILING. TERMINATE TOP OF NEW GWB WITH J-MOLDING TO CREATE A

FINISHED CAP. ALL EXPOSED ENDS SHALL HAVE THE GWB RETURNED TO THE WALL.

82. MC TO REINSTALL SALVAGED UNIT VENTILATORS IN THEIR ORIGINAL LOCATIONS. MC TO CONNECT TO EXISTING

PIPING. EC TO RECONNECT ELECTRICAL POWER AND CONTROL PER NEC REQUIREMENTS. SEE MECHANICAL

DRAWINGS FOR ADDITIONAL INFORMATION.

83. GC TO INSTALL NEW STEEL LADDER IN ELEVATOR PIT. SEE SPECIFICATION 055133 FOR ADDITIONAL

INFORMATION.

84. GC TO INSTALL NEW VINYL WALL BASE. SEE FINISH SCHEDULE ON A6.20 FOR ADDITIONAL INFORMATION. COLOR

TO BE PER OWNER'S SELECTION.

85. GC SHALL INSTALL NEW 1" QUARTER ROUND MOLDING ONTO EXISTING WOOD BASE MOLDING, AND PRIME &

PAINT TO MATCH THE EXISTING WOOD BASE MOLDING.

86. GC TO LAMINATE 

5

8

" GYPSUM BOARD TO CUT FACE OF CONCRETE BLOCK TO CREATE A FINISH SURFACE. TAPE

ALL JOINTS AND PAINT. GC TO INSTALL J-MOLDING AT EXPOSED EDGE OF GYPSUM BOARD.

87. GC TO RECONSTRUCT EXISTING STEP TO BLEACHERS WITH 3,500 PSI CONCRETE. RISER HEIGHT, TREAD DEPTH,

AND STEP WIDTH TO BE SAME AS STEP THAT WAS REMOVED.

88. GC TO PROVIDE RESCUE WINDOW TAGS AS REQUIRED. SEE DRAWING A6.10 FOR ADDITIONAL INFORMATION.

89. GC TO PROVIDE AND INTALL NEW WINDOW SHADES. SEE SPECIFICATION SECTION 122124 FOR ADDITIONAL

INFORMATION.

90. GC TO MODIFY EXISTING CEILING AS REQUIRED TO INSTALL NEW WALL INFILL. REINSTALL TO CREATE A

FINISHED APPEARANCE.

91. GC TO INSTALL NEW SURFACE MOUNTED FIRE EXTINGUISHER. SEE SPECIFICATION FOR ADDITIONAL

INFORMATION.

92. GC TO ADHERE 'SOPREMA' "COLPHENE BSW PROTECT'R" WATERPROOFING MEMBRANE (80 MIL THICK) OVER

'SOPREMA' "COLPHENE BSW H" BLINDSIDE WATERPROOFING MEMBRANE (140 MIL THICK), PRIMED WITH

'SOPREMA' "ELASTOCOL STICK" AT THE UNDERSIDE OF THE NEW ELEVATOR PIT. WRAP BOTH WATERPROOFING

MEMBRANES UP VERTICAL FACES MIN. 2' AND TIE INTO VERTICAL WATERPROOFING PER MANUFACTURER'S

SPECIFICATIONS. HEAT WELD ALL LAP SPLICES. REFER TO SPECIFICATION SECTION 071326 AND 071352 FOR

ADDITIONAL INFORMATION.

93. GC TO ADHERE 'SOPREMA' "COLPHENE BSW PROTECT'R" WATERPROOFING MEMBRANE (80 MIL THICK) OVER

'SOPREMA COLPHENE BSW V" BLINDSIDE WATERPROOFING MEMBRANE (120 MIL THICK) PRIMED WITH 'SOPREMA

ELASTOCOL STICK" ON VERTICAL SURFACES OF NEW ELEVATOR PIT. TIE INTO HORIZONTAL WATERPROOFING

MEMBRANES PER MANUFACTURER'S SPECIFICATIONS. HEAT WELD ALL LAP SPLICES. REFER TO SPECIFICATION

SECTION 071326 AND 071352 FOR ADDITIONAL INFORMATION.

94. GC TO PRIME CLEAN AND PREP EXISTING FOUNDATION WALL, PER WATERPROOFING MANUFACTURER'S

REQUIREMENTS, FROM BOTTOM OF EXISTING FOOTING TO GRADE FOR INSTALLATION OF NEW POSITIVE SIDE,

'SOPREMA' "COLPHENE STICK" BELOW GRADE WATER PROOFING. REFER TO SPECIFICATION SECTION 071326

AND 071352 FOR ADDITIONAL INFORMATION.

95. GC TO INSTALL TWO (2) PLIES OF 'SOPREMA' "COLPHENE 3000" SELF-ADHERED BITUMEN MEMBRANE TO PRIMED

SUBSTRATE. GC TO PRIME SUBSTRATE WITH 'SOPREMA' "ELASTOCOL STICK" PRIMER, INSTALLED PER

MANUFACTURERS INSTRUCTIONS. REFER TO SPECIFICATION SECTION 071326 AND 071352 FOR ADDITIONAL

INFORMATION.

96. GC TO PROVIDE NEW RETROFIT PVC WATERSTOP SYSTEM, MODEL "581" BY 'SIKA' AT PERIMETER OF NEW

BUILDING ADDITION. INSTALL INTO EXISTING SLAB WITH S.S. EXPANSION BOLT AND S.S. BATTEN BAR. SET

WATERSTOP IN 'SIKA' "7300" EPOXY. NEW WATERPROOFING MEMBRANE TO BE TERMINATED INTO S.S. BATTEN

BAR. INSTALL PER MANUFACTURER'S REQUIREMENTS

PROPOSED

DESCRIPTIONSYMBOL

NEW CONSTRUCTION (FRAMING)

MULTIPLE PRIME CONTRACTOR ABBREVIATIONS:

GC - GENERAL CONTRACTOR

MC - MECHANICAL CONTRACTOR

EC - ELECTRICAL CONTRACTOR

PC - PLUMBING CONTRACTOR
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