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UNAUTHORIZED ALTERATIONS OR 
ADDITIONS TO THIS DOCUMENT IS 

A VIOLATION OF SECTION 7209 OF 
THE NEW YORK STATE EDUCATION 
LAW. THESE DOCUMENTS REMAIN 

THE EXCLUSIVE PROPERTY OF THE 

ENGINEER, AND MAY NOT BE USED 
FOR ANY PURPOSE WHATSOEVER 
WITHOUT THE WRITTEN CONSENT 

OF THE ENGINEER.
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A8.30

Wood Door Trim Detail

3" = 1'-0"

CONTINUOUS EXISTING PAINTED

WOOD DETAILING / MOLDING /

TRIM TO BE SCRAPED, STRIPPED,

REPAIRED, PRIMED AND

PAINTED.  VERIFY IN FIELD

EXTENT OF MOLDING AT EACH

LOCATION - REFER TO PLANS

AND ELEVATIONS, TYPICAL

EXISTING EXTERIOR MASONRY,

V.I.F. AND PROTECT AREA FROM

ADJACENT WORK AS

NECESSARY, TYPICAL

REMOVE AND

REPLACE

CAULK ALL

AROUND

EXISTING WINDOW AND FRAME

COORDINATE IN THE FIELD AT

EACH LOCATION, TYPICAL

2
A8.30

Multi Purpose Floor Detail - Demo

3" = 1'-0"

4
A8.30

Paver Tile Floor Detail - Demo

3" = 1'-0"

1
A8.30

Multi Purpose Floor Detail

3" = 1'-0"

3
A8.30

RESERVED

N.T.S.

ONE LAYER 

5

8

" AND ONE

LAYER 

3

4

" PLYWOOD

STAGGERED AND OFFSET

IN SECURED TO SLEEPERS

FILL ALL VOIDS WITH

MONOKOTE SPRAY FIRE

PROOFING, TYPICAL

EXISTING SLEEPERS AND CINDER

FILL TO REMAIN, TYPICAL

2X4 SLEEPERS 16" O.C. TYPICAL

SCREWED TO EXISTING SLEEPERS,

SHIM AND LEVEL AS REQUIRED,

COORDINATE WITH ADJACENT

FLOOR

EXISTING STRUCTURAL

SLAB REMAIN, TYPICAL

REMOVE WOOD FLOOR AND

2x2 SLEEPER SYSTEM

DIRECTLY BELOW, TYPICAL

EXISTING SLEEPERS AND CINDER

FILL TO REMAIN, TYPICAL

REMOVE WOOD 2x2 SLEEPER

SYSTEM V.I.F., TYPICAL

REMOVE VINYL FLOORING,

BRICK PAVER TILES AND

CEMENTITIOUS FILL, TYPICAL

6
A8.30

Classroom Floor Detail - Demo

3" = 1'-0"

5
A8.30

Classroom Floor Detail

3" = 1'-0"

REMOVE VINYL FLOORING,

ASSOCIATED COVE BASE

AND PLYWOOD

SUBSTRATE, TYPICAL

EXISTING STRUCTURAL

SLAB TO REMAIN, TYPICAL

3
"

2
"

3
"

2
"

3
"

3
"

3

3

1
6

"

REMOVE PLYWOOD

SUBSTRATE TO BE

REMOVED, TYPICAL

1
 

1 2

"
 
V

.
I
.
F

.

INSTALL  FOREST RX FLOOR

SYSTEM BY ECORE OR

EQUAL

8
A8.30

Classroom Floor Detail - Demo

3" = 1'-0"

7
A8.30

Classroom Floor Detail

3" = 1'-0"

EXISTING PLYWOOD

SUBSTRATE TO REMAIN -

V.I.F., TYPICAL

EXISTING STRUCTURAL

SLAB TO REMAIN, TYPICAL

EXISTING SLEEPERS AND CINDER

FILL TO REMAIN, TYPICAL

REMOVE ASSOCIATED

COVE BASE, TYPICAL

COORDINATE THICKNESS OF T&G

PLYWOOD SUB-FLOOR WITH ADJACENT

SURFACES, PROVIDE MINIMUM 

3

4

" UP TO

1

1

2

" THICKNESS, TYPICAL

EXISTING STRUCTURAL

SLAB REMAIN, TYPICAL

3
"

3
"

HARDWOOD FLOOR

AND ASPHALT PAPER

TO BE REMOVED,

TYPICAL

PROVIDE 

1

2

" SELF LEVELING

SUBSTRATE AS NEEDED AND INSTALL

SCHEDULED FLOORING, V.I.F. ALL

CONDITIONS AND COORDINATE WITH

ADJACENT SURFACES TYPICAL

EXISTING SLEEPERS AND CINDER

FILL TO REMAIN, TYPICAL

BASE AS SCHEDULED,

TYPICAL

Flooring Notes

1. COORDINATE THICKNESS OF T&G PLYWOOD SUB-FLOOR WITH ADJACENT SURFACES,

PROVIDE MINIMUM 

3

4

" UP TO 1

1

2

" THICKNESS ONE LAYER OR TWO, TYPICAL

2. SCREW T&G PLYWOOD TO EXISTING SUBSTRATE 12" O.C. BOTH WAYS USE MINIMUM 2"

LONG STRONG-DRIVE WSNTL SUBFLOOR SCREW BY SIMPSON STRONG-TIE OR EQUAL,

COORDINATE SCREW LENGTH IN THE FIELD / INSTALL PLYWOOD SHEETS IN A STAGGERED

PATTERN, SCREWS ARE TO BE COORDINATED WITH DETERMINED PLYWOOD THICKNESS,

TYPICAL

3. INSTALL ROSIN PAPER OR EQUAL UNDER THE SCHEDULED PLYWOOD SUBSTRATE,

TYPICAL

EXISTING SUB-FLOOR

TO REMAIN

ROSIN PAPER OR EQUAL

EXISTING STRUCTURAL

SLAB TO REMAIN, TYPICAL

EXISTING SLEEPERS AND CINDER

FILL TO REMAIN, TYPICAL

REMOVE ASSOCIATED

COVE BASE, TYPICAL

COORDINATE TOP LAYER T&G

PLYWOOD SUB-FLOOR THICKNESS

WITH ADJACENT SURFACES, PROVIDE

MINIMUM 

3

4

" UP TO 1

1

2

" THICKNESS,

TYPICAL

EXISTING STRUCTURAL

SLAB REMAIN, TYPICAL

PROVIDE 

1

2

" SELF LEVELING

SUBSTRATE AS NEEDED AND INSTALL

SCHEDULED FLOORING, V.I.F. ALL

CONDITIONS AND COORDINATE WITH

ADJACENT SURFACES TYPICAL

EXISTING SLEEPERS AND CINDER

FILL TO REMAIN, TYPICAL

BASE AS SCHEDULED,

TYPICAL

3

4

" PLYWOOD T&G SUBFLOOR

SUB-FLOOR SCREWED AND

GLUED TO EXISTING SLEEPERS

ROSIN PAPER OR EQUAL

REMOVE ASSOCIATED

COVE BASE, TYPICAL

EXISTING STRUCTURAL

SLAB TO REMAIN, TYPICAL

EXISTING SLEEPERS AND CINDER

FILL TO REMAIN, TYPICAL

REMOVE ASPHALT

BARRIER SHEET,

TYPICAL

REMOVE ASPHALT

BARRIER SHEET,

TYPICAL

3
"
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R
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Flooring Replacement Wall Base Notes

1. WHERE A ROOM RECEIVING FLOORING REPLACEMENT HAS VINYL WALL BASE, THE

CONTRACTOR SHALL REMOVE THE EXISTING VINYL WALL BASE IN ITS ENTIRETY AND

DISCARD. THE CONTRACTOR SHALL INSTALL NEW VINYL WALL BASE ONCE THE FLOORING

INSTALLATION IS COMPLETE. REFER TO THE INTERIOR FINISH SCHEDULE ON DRAWING

A6.20. VINYL BASE COLOR TO BE PER OWNER'S SELECTION.

2. WHERE A ROOM RECEIVING FLOORING REPLACEMENT HAS A WOOD BASE MOLDING WITH

AN APPLIED QUARTER ROUND MOLDING, THE CONTRACTOR SHALL REMOVE THE EXISTING

QUARTER ROUND MOLDING TO FACILITATE FLOORING REPLACEMENT. CONTRACTOR

SHALL SALVAGE WOOD BASE MOLDING BEHIND QUARTER ROUND AND PROTECT DURING

CONSTRUCTION. IF WOOD BASE IS DAMAGED, CONTRACTOR SHALL REPAIR OR REPLACE

AT NO ADDITIONAL COST TO THE OWNER. ONCE THE FLOORING REPLACEMENT IS

COMPLETE, THE CONTRACTOR SHALL INSTALL NEW QUARTER ROUND MOLDING ONTO

EXISTING WOOD BASE MOLDING, AND PRIME & PAINT TO MATCH THE EXISTING WOOD

BASE MOLDING.

1'-4"

3
"

C
L
.

8
"

M
I
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8
"

1

1

(2) #4 CONT.

PROVIDE 2"x2"

OPENING @ 4'-0"

O.C. FOR

DRAINAGE

8" 8"

12" CRUSHED STONE

BASE

3
"

C
L
.

8
"

8" CONCRETE PAD

#4 @ 12" O.C.

EACH WAY

#4 @ 12" O.C.

EACH WAY

8" CONCRETE

CURB (4) SIDES

COORDINATE W/

EQUIPMENT
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Typical Exterior Generator Pad

3/4" = 1'-0"

GENERATOR PAD NOTES:

1. REFER TO CIVIL DRAWINGS FOR PAD SIZE AND

LOCATION.

2. REFER TO ELECTRICAL DRAWINGS FOR ADDITIONAL

INFORMATION REGARDING GENERATOR.

EQUIPMENT RAIL. COORDINATE WITH

EQUIPMENT MANUFACTURER.

ANCHOR EACH RAIL TO CONC. PAD W/ MIN. (2)

5

8

"Ø HILTI KBTZ-SS304 EXPANSION BOLTS W/ 4"

CONC. EMBEDMENT. CONTRACTOR SHALL

PROVIDE BEVELED WASHERS AS REQ.

T.O. CURB

ELEV.: 28.07'
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NYLON CARPET

(SNC) INSERT

RGA-250

ALUMINUM TREAD

1
1

1
6

"

CONTINUOUS VINYL

CUSHION

VINYL NOSING AS REQUIRED

BY FACTORY FOR SIZING

RGF-250 RECESSED

FRAMING

ANCHOR KEY WITH

RGF-250 FRAME
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Recessed Floor Mat Detail

1'-0" = 1'-0"

BALL AND SOCKET

VINYL HINGE

1
1

1
6

"

1

3

8

"

1

8

"

BLOCKING, AS REQUIRED.

METAL CORNER BEAD, TYP.

'GP' 

5

8

" THICK 'DENSARMOR

PLUS ABUSE-RESISTANT'

BRAND ABUSE/WATER/MOLD/

FIRE-RESISTANCE INTERIOR

GYPSUM PANELS, FINISH

JOINTS & PAINT.

'GP' 

5

8

" THICK 'DENSARMOR

PLUS ABUSE-RESISTANT'

BRAND ABUSE/WATER/MOLD/

FIRE-RESISTANCE INTERIOR

GYPSUM PANELS, FINISH

JOINTS & PAINT.

7

8

" 20 GA. METAL HAT

CHANNELS

2 

1

2

" 20 GA. METAL STUDS

METAL CORNER BEAD, TYP.

VARIES

V
A

R
I
E
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EXISTING WALL TO REMAIN
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A8.30

Typ. Wall Edge Finish Detail

3" = 1'-0"

10
A8.30

Door Sill Detail

3"= 1'-0"

EXISTING DOOR AND FRAME

Interior Interior

SCHEDULED FININSHED
FLOOR SYSTEM, TYPICAL

EXISTING FLOOR FINISH,
V.I.F., TYPICAL

ADA SNAP DOWN TRANSITION ASSEMBLY MODEL
#970. AS MANUFACTURED BY MERCER
PRODUCTS CO. COLOR AS SELECTED BY OWNER

DR THK
±3/16

DR THK
±3/16

VARIES

CONCRETE FOOTING POURED

OVER 'SOPREMA' "BSW" TIE

INTO "COLPHENE 3000" POST

APPLIED WATERPROOFING ON

CONC. BLOCK ABOVE.

PROVIDE NEW RETROFIT PVC WATERSTOP

SYSTEM, MODEL "581" BY 'SIKA' AT PERIMETER

OF NEW BUILDING ADDITION. INSTALL INTO

EXISTING SLAB WITH S.S. EXPANSION BOLT AND

S.S. BATTEN BAR. SET WATERSTOP IN 'SIKA'

"7300" EPOXY. INSTALL PER MANUFACTURER'S

REQUIREMENTS. TERMINATE BSW

WATERPROOFING MEMBRANE INTO BATTEN

BAR OF PVC WATERSTOP, TYPICAL.

'SOPREMA' "COLPHENE 3000" SELF

ADHERED WATERPROOFING

MEMBRANE APPLIED TO EXISTING

BUILDING WALL

TIE "COLPHENE 3000" WATERPROOFING

TO "BSW" WATERPROOFING PER

MANUFACTURERS INSTRUCTIONS.

'SOPREMA' "COLPHENE 3000"

SELF ADHERED WATERPROOFING

MEMBRANE APPLIED TO

CONCRETE BLOCK WALL

15 MIL POLY VAPOR BARRIER. SEAL

ONTO "COLPHENE 3000"

WATERPROOFING PER

MANUFACTURER'S INSTRUCTIONS.

1

2

" NEOPRENE PAD

CORRIDOR

B

EXISTING

BUILDING

EXISTING BUILDING FOOTING &

FOUNDATION WALL. CONDITIONS

MAY VARY. VERIFY IN FIELD.

GC TO REMOVE ANY AND ALL EXISTING BUILDING

WATERPROOFING FROM THE FOOTING/FOUNDATION WALL

AS REQUIRED BY THE MANUFACTURER TO FACILITATE THE

INSTALLATION OF NEW POST APPLIED WATERPROOFING.

NEW BUILDING FOOTING. SEE

STRUCTURAL DRAWINGS FOR

ADDITIONAL INFORMATION.
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Footing Waterproofing Detail

1" = 1'-0"


