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8'' DIA. CONCRETE
FILLED GALVANIZED
STEEL, PIPE BOLLARD
WITH ''TOP-GUARD''
CAP.

WEEP HOLES, SEE STRUCTURAL

FOUNDATION, SEE STRUCTURAL
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8'' DIA. CONCRETE FILLED GALVANIZED
STEEL. PIPE BOLLARD WITH
''TOP-GUARD'' CAP.

LINE OF OPENING ABOVE

INSULATED SECTIONAL DOOR

EXPANSION JOINT

L 3X3X1/4 ANGLE 
GALVANIZED

8'' DIA. CONCRETE FILLED GALVANIZED 
STEEL, PIPE BOLLARD WITH
''TOP-GUARD'' CAP.
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8'' DIA. CONCRETE 
FILLED GALVANIZED 
STEEL, PIPE 
BOLLARD WITH 
''TOP-GUARD'' CAP.
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SAW-CUT
CONTROL JOINT

TOOL JOINT

8'' DIA. CONCRETE FILLED
GALVANIZED STEEL, PIPE
BOLLARD WITH ''TOP-GUARD''
CAP.
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PER PLAN

CONCRETE PANEL.

STEEL ANGLE AND TRACK (BY
DOOR MANUFACTURER)

INSULATED SECTIONAL 
OVERHEAD DOOR

TOOLED EDGE

WEATHER SEAL (BY DOOR
MANUFACTURER)

3/4'' DRIP REVEAL1 1/2"3/4"

3
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"

CONCRETE PANEL

WEATHER SEAL (BY DOOR
MANUFACTURER).

STEEL ANGLE AND TRACK (BY 
DOOR MANUFACTURER).

1/2'' DIA. QUICK BOLT, TYP.
COORDINATE LOCATION OF
BOLTS W/PRECAST TENDONS
AND INSULATION

NOTE: INSTALL LATCH ON ALL OVERHEAD DOORS AT 5' - 0'' AFF
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6'' DIA. / 8'' DIA. STEEL
PIPE BOLLARD.CONCRETE
FILLED.

CONCRETE ENCASEMENT

1/2'' CAULKED EXPANSION
JOINT

DOLLY PAD / CONCRETE 
SLAB.

MANUFACTURED BOLLARD
CONCRETE CAP BY
''TOPGUARD''

NOTE:    6'' BOLLARDS:
               - ALL INTERIOR BOLLARDS,
               (EXCEPT INTERIOR SIDE OF
               DRIVE-IN-DOORS (8'')
               - PAINT SAFETY YELLOW
               ALKYD, SEMI-GLOSS. (2)
               COATS.

NOTE:    8'' BOLLARDS:
               - ALL EXTERIOR BOLLARDS.
               - GALVANIZED
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SAW-CUT
CONTROL JOINT

TOOL JOINT

8'' DIA. CONCRETE FILLED
GALVANIZED STEEL, PIPE
BOLLARD WITH ''TOP-GUARD''
CAP.
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NOTE:   ALL STEEL AT STAIRS TO 
BE NON-PAINTED, GALVANIZED.
UNO TYP.

*SEE PLAN FOR LAYOUT OF
FIRE/ELEC ROOM AND  DOOR 
LOCATIONS
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14"x18" STEEL EMBED
PLATE AT POSTS 

6"X6" HSS POST

(DO NOT WELD TO 
CHANNEL)

STEEL ANGLE 
SUPPORT FOR TREAD

6" STEEL
CHANNEL

ALL STEEL POST AND CHANNELS 

TO BE PAINTED SAFETY YELLOW
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VARIES 2' - 6"

0'- 0"

FINISH FLOOR

CONTROL PANEL 
MOUNTING PLATE

6X6 HSS STEEL 
POST W/ CAP 

STEEL CHANNEL

CONCRETE 
FLOOR SLAB

WELD POSTS TO 
EMBED PLATES

STEP BEYOND

LIGHT BY OTHERS

ALL STEEL POST AND CHANNELS 

TO BE PAINTED SAFETY YELLOW
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GRATING TREAD

6
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6
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1' - 0"1" STEEL 
GRATING TREAD

4" 6" 8"

18" x 14" EMBED 
PLATE

WELD POST TO 
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NOTE: INSTALL LATCH ON ALL OVERHEAD DOORS AT 5' - 0'' AFF.

CHAFFERED TOP CORNER
OF GUARD

OPTION: LIGHT / HEAVY

DUTY STEEL PLATE

TRACK GUARD, PAINTED
SAFETY YELLOW

1/2'' DIA. QUICK BOLT,
TYP. - COORDINATE
LOCATION OF BOLTS 
W/CONCRETE TENDORS
AND INSULATION
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KNOCK OUT PANEL

PANEL JOINT / REVEAL.
SEE PLAN
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OVERHEAD DOOR - JAMB DETAIL
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DRIVE-IN RAMP
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DRIVE-IN RAMP- W/ STAIR
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DOCK RAIL AND STAIR PLAN
SCALE:  3/4" = 1'-0"
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DOCK RAIL ELEVATION AT DOCK PIT

SCALE:  1/2" = 1'-0"
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DOCK RAIL SECTION AT DOCK PIT

SCALE:  1/2" = 1'-0"
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DETAIL AT DOCK PIT BASE

SCALE:  1" = 1'-0"

3
Z-GUARD - WALL MOUNTED
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