


SECTION 064116
PLASTIC-LAMINATE-CLAD ARCHITECTURAL CABINETS


*************************************************************************************************************************
NOTE TO SPECIFIER
Use this Specification Section for Mail Processing Facilities.

This is a Type 1 Specification with completely editable text; therefore, any portion of the text can be modified by the A/E preparing the Solicitation Package to suit the project.

For Design/Build projects, do not delete the Notes to Specifier in this Section so that they may be available to Design/Build entity when preparing the Construction Documents.

For the Design/Build entity, this specification is intended as a guide for the Architect/Engineer preparing the Construction Documents.

The MPF specifications may also be used for Design/Bid/Build projects. In either case, it is the responsibility of the design professional to edit the Specifications Sections as appropriate for the project.

Text shown in brackets must be modified as needed for project specific requirements. See the “Using the USPS Guide Specifications” document in Folder C for more information.

The last date that USPS revised this standard specification section occurs in two places, at the end of this section and in the Table of Contents. If the date in this section matches the date in the Table of Contents, then you are using the latest version. Do not delete or revise the “last revised” date at the end of the section during the development of the Project Manual.

The footer in this section should be edited to replace the text, “USPS MPF SPECIFICATION” with the project name, and the blank date in the center should be replaced with the submission date, for interim design reviews, or the issue date of the completed Project Manual.
Use this Outline Specification Section for Mail Processing Facilities only. This Specification defines “level of quality” for Mail Processing Facility construction. For Design/Build projects, it is to be modified (by the A/E preparing the Solicitation) to suit the project and included in the Solicitation Package. For Design/Bid/Build projects, it is intended as a guide to the Architect/Engineer preparing the Construction Documents. In neither case is it to be used as a construction specification. 
**THIS ENTIRE SECTION CONSISTS OF REQUIRED PARTS OR ARTICLES. DO NOT REVISE WITHOUT AN APPROVED DEVIATION FROM USPS HEADQUARTERS, FACILITIES PROGRAM MANAGEMENT, THROUGH THE USPS PROJECT MANAGER.
Text in [brackets] indicates a choice must be made. Brackets with [ _____ ] indicates information may be inserted at that location.
	
The section includes miscellaneous non Postal case work such as cabinets in the Lunch Room. 
*************************************************************************************************************************

PART 1 – GENERAL

1.1	SUMMARY

A.	Section Includes:
1.	Custom wood casework with plastic laminate finish.


1.2	REFERENCES

A.	Architectural Woodwork Quality Standards (AWI)
1.	AWI Quality Standard: “Architectural Woodwork Quality Standards” of the Architectural Woodwork Institute.

B.	ANSI
1.	ANSI 161.2-79: Performance Standard for Fabricated High Pressure Decorative Laminate Countertops.

1.3	SUBMITTALS

A. Product Data: Required for all manufactured products.
B. Shop Drawings: Required for all fabricated sections of millwork.
C. Samples: Required of all manufactured products.
1.4	QUALITY ASSURANCE
A. AWI Section 400 requirements for custom grade finish overlay laminate – clad cabinets and countertops.
B. Fabricator: Company specializing in fabrication of millwork with a minimum of 5 years documented experience.

PART 2 – PRODUCTS
2.1	MANUFACTURERS
A. All materials to be in compliance with AWI 400 requirements.


PART 3 – EXECUTION
3.1	EXAMINATION
A.	Execution Requirements: Verification of existing conditions before starting work.
B. Verification of Conditions: Verify that field measurements, surfaces, substrates and conditions are as required, and ready to receive Work.
C. Report in writing to Contracting Officer prevailing conditions that will adversely affect satisfactory execution of the Work of this Section. Do not proceed with Work until unsatisfactory conditions have been corrected.
D. By beginning Work, Contractor accepts conditions and assumes responsibility for correcting unsuitable conditions encountered at no additional cost to the United States Postal Service.
3.2	INSTALLATION
A. Install all millwork to AWI tolerances and requirements.


END OF SECTION
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